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HE BU LONG NG CHAT LUGNG CAO SANKO
High Quality Anchoring Systems
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HO SO CONG TY

COMPANY PROMFILE

964, Chuing t6i phét trién vimg manh cho tdi thoi diém hién
Bstem (Thai Lan) 1a nha may chinh dugc xay dung tai Théi Lan tu
Ban chung t6i c6 ddy dl nang luc san xudt ra nhiing sén pham Bu

P in 1964. The group is growing up until now includes three factories in two countries
e main factory established in Thailand since 1988. The transfer of technical know-how
s have fully ability to produce the highest quality anchoring products.

fa thanh lap Sanko Fastem (Viét Nam) la cong ty con clia Sanko Fastem (Thai Lan)véi muc
pham truc tiép téi khach hang tai thi trudng Viét Nam. San phdm ctia chiing t6i bao gom hé
G kim loai, hoa chéat cdy thép va mi khoan bé tong.

%'ve established Sanko Fastem (Vietnam)Ltd., as a subsidiary of Sanko Fastem (Thailand) to doing business and
e our SANKO products in Vietnam market. Our products include metal Expansion anchors, Chemical anchor and

Bte drill bit.

Nhan hang SANKO da dugc chiing nhan chét lugng bdi Hiép hoi Bulong Nhat Ban (JCAA), bdi vay chiing téi ludn dan déu trong viéc san
xuit hé thdng bu long nd chat lugng cao, trong dé 80% san pham dugc xudt khau téi thi trudng Nhat Ban, 56 con lai dugc ban & thi
truding cac nudc My, Trung Dong, Cac nudc Béng Nam A va thi truding trong nudc (Thai Lan).

SANKO products are certified by JCAA (Japan Construction Anchor Association). Therefore, we have been the leading manufacturer of premium expansion anchors,
which almost 80% export to Japan, other distribute to USA, Middle East, ASEAN countries and local Thailand market.

Chitng nhan clia JCAA (Hiép héi bu 16ng Xay dung Nhat Ban) la gi?

Hoi déng cap chiing chi gém cac thanh vién Chinh phiiva céc td chuic va chuyén gia cé lién quan. Hoi doéng tién hanh danh gid ho so clia
cc cong ty va coi hé sadd ciing 1 chiing chi kiém dinh chét lugng. Néu san phém dat yéu cau vé chit lugng va hiéu qua, JCAA sé cap gidy
ching nhan chat lugng xay dung.

What is JCAA Certification

Certification Committee Consists of Government Officer, Concerned Organization and Specialists. The Committee Invests and Evaluates Application Document like
a Certification of Quality Inspection. If Quality and Efficiency is Reached Satisfied Level, They Certify that Product is Enough Goods for Good Quality Construction.

I1SO - 9001:2008 Chinh sach chat lugng

Sanko Fastem (Thai Lan) cam két san xuét va phan phéi cac san pham cé chét lugng cao di doi véi dich vu ban hang hoan hao. Ching toi
luén di theo nguyén téc 1a khéng ngifng néng cao chdt lugng san pham va tay nghé clia nhan vién dé cé thé dap (ing dugc moi yéu cau
ctia khach hang.

Quality Policy 1SO-9001 : 2008

Sanko Fastem (Thailand) Ltd. be Engrossed in to Produce and Sell goods That is of Good Quality Include Serve That be Excellent. By Stay on the Base of the
Regulation That Relates Including Quality Development of Goods and the Personnel Continuoussly for Meet The Requirement of Topmost Customer.

1SO - 14001:2004 Chinh sach méi truong

V& van dé xut Iy nudc thai, BOD (nhu cau oxy sinh héa) va bao tén néng lugng dién luon dugc quan tam hang dau. Van dé quan ly rac thai

ddce hai, tiét kiém nudc trong khau nhting kim loai va gidm bét cac budc ma, nhing kém luén nhan dugc su quan tam cao do clia ching

t8i. Muc dich chung 12 xay dung hé thdng quén ly mdi trudng song song trong cdng ty, quy vi cd thé tham khao cac chiing chi vé mdi trudng
dudi day.

System Administration Side Environment Policy 1SO - 14001 : 2004

For Decrease the Effect that is Born Build the Environment. By Begin as Cure Dirty Water System Such as, BOD Value, Electric Energy Conservation. Garbage Dangerous
Administration and not Dangerous. Water Saving in Dipping Metal Step and Decrease the Work From Dipping. In Order that Give Establish side Environment Policy of
a Company. By the Overall Image Has as Follows.

SANKOTECHNO GROUP :

SANKOFASTEM(VIETNAM)LID.

CONG TY TNHH SANKO FASTEM (VIET NAM)

Nha xudng s6 7, L6 N-1, KCN Thang Long, Huyén Béng Anh,
Thanh Phé Ha Noi

No.7, Plot N1, Thang Long industrial Park, Dong Anh District, Hanoi, Vietnam.
Tel: 04 3959 0262-4  Fax:04 3959 0265-6

Website: www.sankovn.com

Email: mkt@sankovn.com
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NO RUT SAT
BOLT ANCHOR
HHHIHHIH\HIHHH][H\HIIH\HIHHIHIHHHIHH-

@ THAN REN LIEN CHUOI CON
Lap dat thuan tién hon vdi chudi
cdn t6i uu
STUD WITH CONE-SHAPED END
Smooth Driving Installation due to a
Tapered Stud Shape.

© VONG BEM VENH KHOA CHONG TU THAO
Gilip gilr chat &c va khong
bi long ra sau khi lap dat
SPRING LOCK WASHER
Preventing Washer Ffrom Loosening
Nut After Being Installed.

© CcHANBU LONG NG RONG
Chan bu l6ng nd ra bdm chat vao bé téng sau
khi dugc déng bang dét thép

EXPANSION COLLAR

Expands By Driving Fully to Create

Anchorage.

v Rt
Khoan 16 Lam sach 16 Dung dét dong L&p dat vasiét 6c
Drilling Hole With Cleaning Hole vao ao Put the Fixture in Place, Dot thép
Recommended Diameter Useing Setting Tool to Then Tighten Nut Se.ning Tool
and Depth Drive Collar Until Flushed -
With Concrete Surface ( Ma SP ‘ Ca bulong

LAP DAT NHANH CHONG - CHAT LUGING OGN DINH Cade Anchorsize
SPEEDY AND STABLE ANCHORAGE BY DRIVING HT-BAOBM M6
N& rut sit ctia Sanko dugc thiét ké |ap dat cac vat dung co tai trong HT-BAOSM M8
trung binh va 16n va ¢é nhiéu ¢& tir M6 dén M16 HT-BA10M M10
The Sanko Bolt Anchor is Designed for Medium and Heavy Weight HT-BA12M M12
Fastening in Solid Type Material With Various Sizes fit for Wide Application
Ranged From 6 to 16 mm. HT-BA1EM M16

UNG DUNG LAP DAT - APPLICATIONS

Hé théng tuding cach 4m tran, vach ngan, bé gidm tran, dudng ray

Hé théng thang may, My mdc cong nghiép, Khung gia da

Sound - Proofing, Wall Panel, Fenders, Guide Rails, All the Other Apparatus Elevator, Machine, Steel beam...

Ren hé mét
TY Metric Coarse Screw Threads
BA PE Thép cac bon ma kém Crom
Carbon Steel with Zine Chromate Plated

&
3
3

mm

S6 hiéu Mi khoan Luc nhé Luccit | Chiéusauthi d
San pham z Drill Bit Pull Out Figures Shear | céngtdithiéu = i
Product No Initial Ultimate Load | Depth of Embedment

* BA-650 - M6 9.5 50 30 10.0 325 995 710 30

* BA-860 M8 12.0 60 35 12.0

+ BA-870 M8 1200 70/ 3501210 e alon g abeld 22 i
BA-1070 M10 14.0 70 - 40 14.0
BA-1080 M10 14.0 80 40 14.0
BA-1010 | _M10__14.0 100 40 _ 14.0 BE Lme LB 40 -
BA-1012 M10  14.0 120 40 14.0 g
BA-1210 VERS e e B i) L] =
BA-1212 IV 2 7S 2.0 50 18.0 1,150 2,820 2,750 50 %
BA-1215 Mil2S S 1 50 50 18.0 4
BA-1610 M16  21.7 100 50 22.0 1,240 2,900 50 %
BA-1612 M16  21.7 120 60 22.0
BA 1615 | _Mi6 217 150 _ 60 _ 22.0 1,610 3705 4,880 o0 ©

San xudt theo yéu cdu Trong it cd mol truong hop gid c va s6 lugng phai nhan duoc sy ddng ¥ clia ci bén mua va bén bin Luc nén bé téng 210 kgf/em? e

k *Made to order price andquantity to be agreed by both side on each order. Concrete Compressive Snnengrh21£Jkgf£t:|'ﬂ2 S




NO PINH
HAMMER DRIVE ANCHOR

@ pINHBUOCTOI CUNG
HARDENED CENTER PIN

@ REN HE MET
METRIC COARSE SCREW THREADS

© Al GCVAVONG DEM TUONG THICH NHAU
HEXAGON NUT WITH CAPTIVE SPRING WASHER

@ KHIDONG BINH, CHAN BU LONG BUCC XE RANH
NG RA BAM CHAT VAO BE TONG

ANCHOR LEGS WITH BASE SLOTTED EXPANDS INTO CONCRETE
WHEN PIN IS DRIVEN

Khoan 16 Dung bua déng vao

0 Lam sach 16 Bulong né ra dat Iuc gitr
Drilling hole with Cleaning hole dinh éc¢ téi da
Recommended Diameter Hammer Center pin Flush Anchor legs Expanded
And Depth With top of the Bolt And maximize Holding
Power

BU LONG PAT HIEU QUA CAO
THE ANCHOR THAT INDICATES PRODUCTIVITY

Luc déng

= N 2 g Standard Ha

Gitip giam t6i da thoi gian 1dp dat vi chi can van 6c réi nén bua la xong Carbulong Ibs kg 1, S81in déng
Installation time is Greatly Reduce using Hammer action in lieu of M8, 1/4 1.0 05 3-5
The Consuming turning action of Expandding nut or other Anchor M8, 5/16 1.0 05 4.6
CAC DACTINH NGI BAT M10,3/8 2.0 | 08 5-7
SPECIAL FEATURES M12,1/2 2.0 0.9 6-8
1.Nhanh gon, khéng can st dung dung cu lap dat phiic tap M16,5/8 30 | 14 9-14

Save time, No special tool Required. Mﬂl <A i1 J3-18

2.Chiéu sau 16 khang anh hudng dén qua trinh Idp dat, khong can do dé sau cua 16.
Depth of hole not critical, No depth gauge Required.

3.Khéng can diing ca 1é dé siét 6c, chi can dung tay diéu chinh do cao thap
xong rdi déng dinh xudng, thuan tién so véi nhitng bu l6ng khac.
Unlike other Anchor styles, No torque wrench is required to set,

' WO UAOHUBS MMM (D)

Simply drive pin flush with top for positive Anchor setting.
4.Cac loai nd rut khac thuaing bj chéi [&n khi siét 6¢, nhdp nho va kho kiém soat.
N& dinh ctia Sanko ¢6 thé diéu chinh tu do dé nhé Ién trudc khi thi cong rat déu,
dep ma khong dnh huéng dén thong s6 luc.
Other anchor styles rise when tightening nut and require longer Anchor for same strength.
5.Dudc lam bing thép ma kém day dan nén chiu dugc an mon, gi sét tét.
Zine plus chrome coating for corrosion resistance.
6.Do dugc lam bang thép cip bén cao nén khi dong xudng, chan bu léng né&ra
bam chat vao bé tong gitip chiu dugc tai luc cao hon han so véi céc loai bu léng
lam béng chat liéu khac. :
High strength steel with Greater leg expansion ensure more firm contact with
Concrete than Anchor made with other materials such as lead.

NG DUNG LAP BAT - APPLICATIONS

@ Tu dién ® Nha dé xe @ Thanh chéng
Outlet boxes Parking meter Bracing
@ Ghé san van déng ® Gia treo @ Bé do
Stadium seats Wall hangers Shelving
@ Nha thép @ Chudng nuéi ® Bo sudi
Steel buildings Livestock equipment Baseboard heating
@Bangb @ Thanh gia c6 ® Ké bao quan
Wood plates Belt mounting Grain bins
® Lip dat may moc @ Bing dién
Machine location Distribution panels

DAU HIEU CHO THAY BU LONG
PUCC LAP DAT CHINH XAC

THE ANCHOR THAT INDICATES
WHEN IT IS PROPERLY SET

Khi bu 16ng nd ra va ¢ dinh vi tri,

dau dinh ndm sat vdi mat trén bu long
When Hammer Driver Anchor is

“Set " Center pin is flushed with

Top of the bolt,

BU LONG CO THE PIEU CHINH THEM
KHI DA GVITRI CO PINH

THE ANCHOR THAT HAS A

CHOICE OF HEAD STYLES

Piéu chinh thém dai dc gidp 6 dinh lai vi tri,
Presetting nut is permit finished

Or stud head installation.

"




NO DPINH
HAMMER DRIVE ANCHOR

Ren hé mét

C—TYP E Metric Coarse Screw Threads
Thép cac bon ma kém Crom
Carbon Steel with Zine Chromate Plated

Sé hiéu Mii khoan | Lucnhé I Chiéu sau thi
San phdm Drill Bit - Pull Out Figures cong toi thiéu
Product No Initial Ultimate Depth of Embedment

C-645 M6 6 45 15 6.0

C-660 M6 6 60 20 6.0 200 400 652 30

C-840 M8 8 40 15 8.0

C-850 M8 8 50 20 8.0

C-870 M8 8 70 25 8.0 Siel 705 (2020 S5

C-890 M8 8 90 25 8.0
C-1050 M10 10 50 20 10.0 410 870 30
C-1060 M10 10 60 25 10.0
C-1070 M10 10 70 25 10.0
C-1080 M10 10 80 25 10.0
C-1090 Mi0 10 90 30  10.0 B2 Wi LB 40
C-1010 M10 10 100 30 10.0

*C-1012 M10 10 120 30 10.0

C-1260 Mi2 12 60 20 12.0 1,020 1,460 40

C-1270 M12 12 70 25 12.0
¥ C-1280 M12 12 80 25 12.0
v C-1290 M12 12 90 30 12.0 ~

C-1210 M12 12 100 40 12.0 1220 1828 2,880 20

C-1212 M12 12 120 50 12.0
¥ C-1215 Wiz - 2 150 50 12.0

C-1680 M16 16 80 30 16.0 1,755 2,340 50

C-1610 M16 16 100 40 16.0

C-1612 M16 16 120 40 16.0

C-1615 Mi6 16 150 50  16.0 BAzby 42408 A4.b00 60

C-1619 M16 16 190 50 16.0

C-2010 M20 20 100 40 22.0 2,400 3,200 60

C-2013 M20 20 130 50 22.0

*C-2015 M20 20 150 50 22.0
¥ C-2019 M0 20 190 50 22,0 digls a0 0
* C-2023 M20 20 230 50 22.0

San xudt theo yéu cAu Trong tit ci moi trudng hop gia ca va s8 lugng phai nhin dugc sif déng ¥ clia ca bén mua va bén ban Concrete Compressive Strength 210 kgf/em’
*Made to order d greed by both side on each Luc nén bé téng 210kgf/em*

, ©www.sankovn.com



C" I ' P E HAMMER DRIVE%)V?I%I;

© bINHPUCCTOICUNG
o HARDENED CENTER PIN

© RENHE MET
METRIC COARSE SCREW THREADS

Loai Inox
Stainless Steel

© Al 6C VA VONG DEM TUGNG THICH NHAU
HEXAGON NUT WITH CAPTIVE SPRING WASHER

9 © KHI DONG DINH, CHAN BU LONG BUJC XE
RANH NG RA BAM CHAT VAO BE TONG
ANCHOR LEGS WITH BASE SLOTTED EXPANDS INTO
CONCRETE WHEN PIN IS DRIVEN

R 0

Khoan 16 Lam sach 16 Dung bua déng vao Bulong nd ra dat luc

Drilling hole with Cleaning hole dinh 6¢ gitr téida
Recommended Diameter Hammer Center pin Flush Anchor legs Expanded
And Depth With top of the Bolt And maximize Holding
Power
e )
BU LONG PAT HIEU QUA CAO
THE ANCHOR THAT INDICATES PRODUCTIVITY i Luc dong
Gitp giam t6i da thai gian 1ap dét vi chi can véan &c réi nén bua la xong Standard Ha
Installation Time is Greatly Reduce Using Hammer Action in lieu of £ohyleng Ibs kg
the Consuming Turning Action of Expandding Nut or Other Anchors. M6, 1/4 1.0 0.5 3-5
. M8, 5/16 1.0 0.5 4-6
gg;:m\g;m;;dl BAT M10,3/8 20 | 09 5-7
" po— " . M12,1/2 2.0 0.9 6-8
1.Nhan_h gon, khéng can sugung dung cu lap dat phuc tap M16.5/8 3.0 14 9-14
Save time, No special tool Required. M20, 3/4 %0 14 13-18

2.Chiéu sau 16 khang anh hudng dén qua trinh lap dét, khéng can do dé sau cda l6.
Depth of hole not critical, No depth gauge Required.
3.Khong cén diing ca |é dé siét &, chi can dung tay diéu chinh do cao thap
xong réi dong dinh xuéng, thuan tién so vai nhiing bu léng khac.
Unlike other Anchor styles, No torque wrench is required to set,
Simply drive pin flush with top for positive Anchor setting.
4.Céc loai nd rat khac thuang bi chéi lén khi siét 6¢, nhap nhé va khé kiém soat.
N& dinh ctia Sanko co thé diéu chinh tu do dé nhé 1én trudc khi thi cong rat déu,
dep ma khong anh hudng dén thong sé luc.
Other anchor styles rise when tightening nut and require longer Anchor for same strength.

DAU HIEU CHO THAY BU LONG
PUQC LAP DAT CHINH XAC

THE ANCHOR THAT INDICATES
WHEN IT IS PROPERLY SET

Khi bu I6ng nd ra va 6 dinh vi tri,

dau dinh nam sat vgi mat trén bu long
When Hammer Driver Anchor is

“Set ” Center pin is flushed with

Top of the bolt.

5.Do dugc lam bang thép cp bén cao nén khi ddng xuéng, chan bu léng ndra
bam chat vao bé téng gitp chiu dugc tdi luc cao hon han so vai cac loai bu long
lam bang chat liéu khac.
High strength steel with Greater leg expansion ensure more firm contact with
Concrete than Anchor made with other materials such as lead.

6.5an pham dugc ché tao la thép khéng gi SUS 304 do dd chiu dugc an mon gi sét va
méi truaing khac nghiét
Made by Stainless Steel SUS 304, high resitant in all evironment

UNG DUNG LAP DAT - APPLICATIONS

@ Lap dat thiét bi vé sinh @ Lap dat may mdc @ Bang dién BU LONG CO THE DIEU CHINH THEM
Hygienic equipment Machine location Distribution panels A 6 icod
® Tu dién @ Nha dé xe @ Thanh chéng KHI DA GVITRI CO DINH
@) Qutlet boxes Parking meter Bracing THE ANCHOR THAT HAS A
§ ® Ghé san van dong ® Gia treo @ Bé do CHOICE OF HEAD STYLES
H Stadium seats Wall hangers Shelving Diéu chinh thém dai &c gitip ¢8 dinh lai vi tri
& ® Nha thép ® Chuéng nubi ® BO sudi S ! o _hgl:Pco inh lai vi tri,
2 Stee buildings Livestock equipment Baseboard heating resetg:;lg ”st o5 pei:"m{t nishe
2 ®Bingd ® Thanh gia c6 @ Keé bdo quan Or stud head installation.
2 Wood plates - Belt mounting Grain bins
3 p
a \
A=



NO PINH
HAMMER DRIVE ANCHOR

Ren hé mét
S C-TY P E tfierr‘ic Coarse Screw Threads
oai Inox
Stainless Steel Type
mm kgf mm
S6 hiéu Mii khoan | Luc nho Luccit | Chiéusau thi
San phim D Drill Bit | Pull Out Figures Shear cong tdi thiéu
ProductNo | | Initial Ultimate Load Depth of Embedment
SC-645 M6 6 45 15 6.0
SC-660 M6 6 60 20 6.0 209 462 684 30
SC-850 M8 8 50 20 8.0
SC-870 M8 8 70 25 8.0 250 679 80 <0
SC-1050 M10 10 50 20 10.0 370 740 30
SC-1060 M10 10 60 25 10.0
SC-1080 M10 10 80 25 10.0
SC-1090 M10 10 90 30 10.0 - 466 1,048 1,720 40
SC-1010 M10 10 100 30 10.0
*SC-1012 M10 10 120 30 10.0
SC-1260 Mi2 12 60 20 12.0 910 1,420 40
SC-1270 M2 12 70 25 12.0
SC-1280 M12 12 80 25 12.0
SC-1290 M12 12 90 30 12.0
SC-1210 Mi2 12 100 40 12.0 k0D Ly 2190 2%
~—1 SC-1212 M12 12 120 40 12.0 %\
*SC-1215 M12 12 150 50 12.0
SC-1680 M16 16 80 30 16.0 1,480 2,200 50
SC-1610 M16 16 100 40 16.0
SC-1612 M16 16 120 40 16.0 2,060 3,050 5,130 60
SC-1615 M16 16 150 50 16.0
*SC-2010 M20 20 100 40 22.0 2,010 3,000 60
*SC-2013 M20 20 130 50 22.0
¥5C2015 | M20___ 20 150 _ 50 22.0 e 2%
San xudt theo yéu cdu Trong tat ci moi truimg hop gid ¢ va <6 lugng phai nhan dugc sy déng ¥ cia ¢ bén mua va bén ban Luc nén bé téng 210kgf/cm?®
*Made to order pre ¢ 3 by both side on each Concrete Compressive Strength 210 kgf/cm’®

bot thép
Setting Tools
Ma SP | Cébuléng
Code | Anchor size
* AL-0608H M6, M8 1/4, 5/16
*  AL-1012H M10, M12, 3/8, 1/2

AL-1600H M16, 5/8
AL-2000H M20, 3/4

| © www.sankovn.com




|

PDF-TYPE “*"onion cons
SLAB ANCHOR

Mark

Bang théng s6 ky thuat
Size table

Masan |  Cdren Téng chiéu dai|  ®udng kinh Chiéu Paunam | Mai khoan Luc nhé Chiéu sau
phdm | Norminal Overall dai ren Head Pull-Out Figures thi cong toi
Product designation length Diameter Thread Drill Bit thiéu

No. | Depth of

Embedment

A5 Vertical At Angle of
d Y D il Direction | 45 Degree

PDF-3020 W3/8 27.5 12 12 22 |75 125 1100 900 20

Luc nén bé tong 210kgi‘/cm22
Concrete Compressive Strength 400 kgf/cm

Khoan 16 téi khi mam ham cham mat Lam sach bui bén trong 16 Dung dét thép ddng dén khi cham Lap dat Siét chat ty ren hoac bulong
san bé tong ngudng ham

Drill a hole unit the Drill stopper touches Remove dust inside the Strike the anchor until The recess end touches  Bolt must be screwed Firmly into the Hole
The member with Hollow Core Slab Anchor Drill -~ Hole with a dust pump The anchor top

(Drilling depth is 20mm.)

Mai khoan dac ching Tay cam dac biét Dung cu déng bang may
PDF-12.5x20SDS (Anchor Drill Bit) PDF-3020H (Special hand holder) PDF-3020HSDS (Special machine holder)

Bua tiéu chuan dé |ap dat : Loai bua dinh (1.1 Kg)
Standard hammer for installation: Anchor hammer (1.1kg)

Mai khoan cho loai bé tong rong 5
Hollow core slab anchor Drill m pm -
Hé théng bu léng DH

Anchor DH system Sau khi khoan bang miii khoan chuyén dung, |ap dau déng dé may dong vao bu long.
PDF-3020DH After drilling with a special drill set a striking holder and strike an anchor.

Khuyén cdo - Precautions on installation

San bé téng réng - Hollow Core Slab

Chiéu sau chi dinh la 20 mm. Néu khoan sau hon 20mm c6 thé gay anh huéng dén thép bén trong hoac xuyén
vao phén rdng lam mét di tinh chiu lyc cla loai bu 16ng nay

- Embedment Depth Must be 20 mm. If it is Deeper than 20 mm. it may damage PC Slab

\ *  orlnsufficient Strength by Penetrating the Building Frame. \ /

' woduaoquesmmm @



NO CHUOI
GRIP ANCHOR

@ RENTRONG NAM SAT NGAY MAT TREN BU LONG

FLUSH MOUNTED FIXING WITH INTERNAL
MALE THREAD

@ THAN CHIU BUJC DO RUNG LON
ANCHOR BODY OFFERING THE ABILITY TO
WISHSTAND VIBRATION

© CHUOI XE RANH GIUP CHAN NO'TOI DA
SLOTTED BROACHING GROOVES

@ CHOT NEM GIUP TANG BO BAM
PLUG MAXIMIZING GRIP

Dung dét thép déng L&p chan dé va siét 6¢

Khoan 16 Lam sach |6
xudng
Drilling hole with Cleaning hole Useing setting tool to Drive Put fixture in place and
Recommended Diameter Anchor body until flushed tighten bolt
And depth With concrete surface
Chét ném gilip ting do bam cao Bot thép
Setting Tools
TRADITIONAL PLUG TYPE WITH GREAT HOLDING POWER Ma SP C& bu léng
Code Anchor size
* HT-25G M8, 5/16
* HT-30G M10, 3/8
*  HT-40G M12, 1/2

Ren hé anh

Whitworth Coarse Screw Threads

Thép cac bon ma kém Crom
Carbon Steel with Zine Chromate Plated

GA-TYPE

In
Mii khoan
Drill Bit

S6 hiéu

San pham
Product No

GA-25

In
W 5/16 12.0 1/2 13.0

* GA-30S W 3/8 14.0 30 12 9/16 15.0
GA-30 W 3/8 14.0 40 15 9/16 15.0
GA-40 W 1/2 17.3 50 20 {151/ 16 180

Chiéu sau thi
cong toi thiéu
Depth of Embedment

Luc nhé
Pull Out Figures
Ultimate

San xuat theo yéu cdu Trong tét ci moi trudng hop gié cé va s6 luong phal nhan dugc sy déng ¥ cia ¢4 bén mua va bén ban
*Made to order p ity to be agreed by both sk 3

Ren hé mét

Metric Coarse Screw Threads

Thép cac bon ma kém Crom
Carbon Steel with Zine Chromate Plated

GA-TYPE

kaf mm
S6 higu Miii khoan Lucnhé Chiéu siu thi
San pham Drill Bit Pull Out Figures cong tdi thiéu
Product No In mm Ultimate Depth of Embedment
GA-8M M8 12.0 35 13 1/2 13.0 1,300 35
GA-10M M10 14.0 40 115 9/16 11510 1,620 40
GA-12M M12 17.3 50 20 11/16 18.0 2.600 50

Luc nén bé téng 210kgf/cm?
Concrete Compressive Strength 210 kgf/cm’

k-

, © www.sankovn.com



NO PONG
DROP-IN ANCHOR

@ RENTRONG NAM SAT NGAY @ NEMTRONG LAP SAN
MAT TREN BU LONG PRE-ASSEMBLED INTERNAL PLUG
FLUSH MOUNTED FIXING WITH
INTERNAL THREAD

@ KHOANG CHUA NEM BUGC
THIET KE NHO VA CHAC CHAN

SLOTTED ANCHOR FOR BASE
EXPANSION

e o S S A

Khoan 16 Lam sach 16 Dung dot thép déng NG DONG dugc
Drilling Hole With Cleaning Hole vao chét ném 6 dinh dé I3p
Recommended Using Setting Tool to bu Iéng hoac ty
Diameter and Depth Drive Internal Plug to Anchor is Set and
Expand Anchor legs Ready to Fix With Bolt
or Threaded Rod

UNG DUNG LAP DAT - APPLICATIONS
Lap dat hé thong dién nudc, diéu hoa thong gio, thép goc va cac dudng nhanh va treo cac loai duding dng khac
Insulated Boiler Pipe, Hanging Blowers and Heaters, Angle iron and Channels, Hanging Conduit

4 Ren hé anh N
CT"TYP E Whitworth Coarse Screw Threads

Thép cac bon ma kém Crom
Carbon Steel with Zine Chromate Plated

56 hiéu Miii khoan Lucnhé Chiéu sau thi
San pham Drill Bit Pull Out Figures céng toi thidu
Product No Initial Ultimate Depth of Embedment

*(CT-2025 5/16 8.0
CT-2530 : 3/8 10.0
CT-3040 1/2 12.0
CT-4050 5/8 16.0

*CT-5060 3/4 20.0

S&n xudt theo yéu cdu Trong tit ci moi trudng hop gié cd va 56 lugng phai nhn dugc sy déng § cdia 3 bén mua va ban bin
*Made to order price and quantity to be agreed by both side on each arder,

Ren hé mét
CT TYPE Metric Coarse Screw Threads
Thép céc bon ma kém Crom

Carbon Steel with Zine Chromate Plated

S& hiéu Miai khoan Lucnhd Chiéu sdu thi

San pham d D L 2z Drill Bit Pull Out Figures cong tdi thiéu
Product No In mm Initial Ultimate Depth of Embedment
* CT-625 M6 5/16 8.0
CT-830 M8 3/8 10.0 950 1,100
CT-1040 M10 1/2 12.0 1,000 1,500
CT-1250 M12 5/8 16.0 1,900 2,500
* CT-1660 M16 3/4 20.0 3,070 3,650
San xudt theo yéu cau Trong tst ci moi truing hop gid ca va s6 lugng phai nhan duoc sy déng ¥ ctia ¢3 bén mua va bén bin Luc nén bé tdng 210kgf/cm?®
*Made to order priceand be agreed by both sic Concrete Compressive Strength 210 kgf/cmy
Dot thép - Setting Tools
® Ma SP Co buléng
= Code Anchor size
= HT-2025 CT-2025/ CT-625
z HT-2530 CT-2530 / CT-830
> HT-3040 CT-3040 / CT-1040
2 HT-4050 CT-4050 / CT-1250
> 1
A *  HT-5060. CT-5060 / CT-1660 [ I e,
e J



© REN TRONG TUONG THICH

FLUSH MOUNTED FIXING WITH
INTERNAL MALE THREAD

© NEMTRONG LAP SAN
PRE-ASSEMBLED PLUG/TAPERED
INSERT PIN

© KHOANG CHUA BUQC THIET
KE NHO VA CHAC CHAN
SMALLER HOLE SIZE THAN MOST
OTHER FLUSH MOUNTED TYPE
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NO DONG
DROP-IN ANCHOR

CAC DACTINH NOI BAT - SPECIAL FEATURES

1.Diing vdi 6 va thanh ren cé dé dai bat ky
This anchor will work with bolts or threaded rod in any length.

2.C6 thé khoan béing hoic sau hon chiéu dai bu léng
Drifl holes same length as anchor for flush finish or drill deeper
For more embedment into concrete.

3.Do c6 miéng nd ra nén cé thé Iap dat cho ca 16 khoan
sau hoac nong
The short body and expansion flange allow this type of anchor
to be installed in shallow embedment or bottomless holes.

Khoan l& Lam sach 16 Dung dét thép dong N& dong dugc 6 dinh dé 13p bu lang

Drilling Hole With Recommended Diameter Cleaning Hole vao chét ném hoac ty ren

and Depth Using Setting Tool to Drive Internal Plug to Anchor is Set and Ready to Fix With Bolt
Expand Anchor legs or Threaded Rod

UNG DUNG LAP DAT Dot thép setting Tools

APPLICATIONS

Lap dat cac loai duding 6ng,hé théng dién nudc, diéu hoa
thong gig, thép géc
Hanging Insulated Boiler Pipe, Pipe System, Blower, Heater, Conduit etc.

Co'buléng
Anchor size

HT-3030 GT-3030
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Ren hé anh - Whitworth Coarse Screw Threads

GT-TYPE

In

Miii khoan
Drill Bit
mm

12.0

Sa hiéu
San pham
Product No

GT-3030

In

1/2

Thép cac bon ma kém Crom - Carbon Steel with Zine Chromate Plated

Chiéu sau thi
cong tdi thiéu
Depth of Embedment

Luc nhé
Pull Out Figures
Initial Ultimate

950

Khoan |6 Lam sach Lap bu léng vao

Drilling Hole With Recommended Diameter Cleaning Hole

and Depth

HAS-TYPE Thép cac bon

Carbon Steel
mm
Mii khoan
Drill Bit

S8 hiéu

San pham

Insert Weld Anchor and Hammer Direct on
Body to Expand Anchor legs

Lucnhd
Pull Out Figures

Luc nén bé tong 210kgf/cm?
Concrete Compressive Strength 210 kgf/cnv’

NO HAN
WELD ANCHOR

Loai bu 16ng nay c6 thé han dugc véi nhiéu loai kim loai khic nhau

The anchor itself can be welded for installation of various metals.

Bu 16ng cé dinh va sdn sang st dung
Anchor is Set and Ready to weld With Various Metals

16 va déng xudng
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Chiéu sau thi
cong toi thiéu

Luc cat
Shear

Product No Ultimate Load Depth of Embedment L
HAS-1040 10.0 40 11.0 850 670 30
HAS-1050 10.0 50 11.0
HAS-1060 10.0 60 11.0 1.250 2 40

Luc nén bé téng 210kgf/cm?
Concrete Compressive Strength 210 kgf/cm’
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